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In recent years， according to the development of environmenta1 and energy 
problems in globa1 scale， itis necessary to dea1 with these problems in building 
engineering field. Especially， itis serious problem白ata demand of e1ectric 
power exceeds a supply of electric powぽ dueto air conditioning in summぽ in1apan. 
To solve出isproblem， itis important to not only utilize natural energy such as 
solar energy but also cut down for heat load of building. 
In this study， surface temperature of the buildings of the city block is calculated 
by the radiation simulation undぽ thevarious surface matぽialsconditions. Then 
the effects of these conditions on the heat road of building in summer are examined. 

























容積率(ネット) 181.1 [%] 





























case 屋上面 側壁面 空地部 道路部 備考
Case1 コンクリート コンクリー ト コンクリー ト アスフアルト 瞳本ケース
Case2 緑化 緑化 腫物全面を緑化
(保水性建材) (保水性建材)
Case3 コンクリート コンクリー ト 合面 whitepaintingコンクリ
(白色) (白色) ートに変更
Case4 緑化 コンクリー ト 屋上面のみ緑化
(保水性建材)
Case5 コンクリート コンクリー ト 陸上面のみ white painting 
(白色) コンクリートに変更




コンクリート 0.2 0.9 。
表面緑化・ 0.2 O. 9 o. 3 
保水性建材
White painting 0.4 0.9 。
コンクリート




































(1) case 1 (基本ケース)
(3) case3 (全面WhitePainting) 
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